Tools I used
Torx  25*4 , 

Flat Head Screw Driver

3M Blue Painters Tape

Total Time ~ 30 mins
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Step 1: Loosen Hose Clamp attached to Throttle Body then Wiggle and Pull
And UnClip Oil Filler Neck From AirBox
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Step 2:UnPlug MAF Meter Plug .. You Need to Press Hard on The Bottom ..
[image: image3.jpg]Remove: ;
Press Very Hard at the

Bottom to Release .





 

View of Bottom of MAF Meter Plug:
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Step 3: Remove Wire Harness from Plastic Holder And Remove Solonoid Wire Harness
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Protect MAF Sensor and Wire Harness:
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Step 4: One More Wire Harness Clip To Remove Located at the Right Side of AirBox
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Step 4b: Pull Up and Wiggle AirBox – The Only Resistance is From a Blue Rubber Ring – Once Blue Rubber Ring is Free .. Rotate AirBox Towards you So you Can work on the Solonoid in the Back of the AirBox
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Step 5: Remove Vacuum Hose and Solenoid Then Cover Ends with Blue Tape to Protect from any Contaminants -( Pull Out The Air BOX

[image: image9.jpg]Pull Out Vacum Hose.. You
(Will Hear a hissing sound
[Then Unclip Solonoid from
AirBox





Step 6: Remove Torx Screw
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Step 7: Replace Filter
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