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INSTRUCTIONS	  FOR	  INSTALLATION	  AND	  REMOVAL	  OF	  

RSC	  TUNING	  “LIVE	  TUNE	  MOBILE”	  PRFORMANCE	  ECU	  /	  TCU	  UPGRADE	  

	  INSTALLATION	  

1.	  Turn	  ignition	  to	  accessory	  ON	  position	  

2.	  Locate	  OBD2	  port	  –	  Under	  dashboard	  on	  driver’s	  side	  

3.	  Plug	  in	  “Live	  Tune	  Mobile”	  unit	  and	  listen	  for	  single	  audible	  beep	  from	  unit	  

4.	  Allow	  unit	  to	  remain	  plugged	  in	  and	  undisturbed	  for	  2	  minutes	  

5.	  Once	  programming	  is	  successful	  (within	  2	  minutes	  you	  will	  hear	  a	  series	  of	  audible	  beeps	  

6.	  Remove	  “Live	  Tune	  Mobile”	  from	  OBD2	  port	  

7.	  Start	  Vehicle	  

7B.	  ****Note	  this	  step	  is	  for	  Jaguar	  &	  Rang	  Rover	  Vehicles	  ONLY!	  Turn	  vehicle	  off	  and	  disconnect	  
battery	  for	  5	  minutes.	  Reconnect	  Battery	  	  

8.	  Allow	  vehicle	  to	  idle	  for	  5	  minutes	  untouched.	  (Do	  not	  depress	  accelerator	  during	  this	  time	  period)	  

	  

REMOVAL	  AND	  INSTALLATION	  OF	  O.E.	  FILE	  

1.	  Turn	  ignition	  to	  accessory	  ON	  position	  

2.	  Locate	  OBD2	  port	  –	  Under	  dashboard	  on	  driver’s	  side	  

3.	  Plug	  in	  “Live	  Tune	  Mobile”	  unit	  and	  listen	  for	  single	  audible	  beep	  from	  unit	  

4.	  Press	  and	  Hold	  the	  unlock	  button	  on	  your	  vehicles	  key	  fob	  until	  you	  hear	  a	  series	  of	  audible	  beeps.	  

5.	  Remove	  “Live	  Tune	  Mobile”	  from	  OBD2	  port	  

	  

	  

RSC	  Tuning	  “Live	  Tune	  Mobile”	  is	  available	  for	  the	  following	  vehicles:	  

ASTON	  MARTIN	  |	  LAMBORGHINI	  |	  FERRARI	  |	  JAGUAR	  |	  RANGE	  ROVER	  |	  BENTLEY	  |	  MASERATI	  |	  PORSCHE	  



	  

	  


